
Elwin - LED Strip
Series No: EW-FX2835 & EW-FX5050

Recommended Driver :  Meanwell LRS-100-12/24

Specifications:
Model: 
No. of LEDs per M 60 120
Nominal Power (W) 14w
Voltage:
Color Temp: 3000k 4000k 6000k
Lumen Output (60 LED@7w)

1300lm 1350lm 1400lm
Lumen Output (120 LED@28.8w) 2400lm 2450lm 2500lm
Beam Angle:

CRI:
Dimension: L5000 x W10 x H4.0mm

Model: 
No. of LEDs per M 30 60
Nominal Power (W)/M 7.2w 14.4w
Voltage:
Color Temp: 3000k 4000k 6000k
Lumen Output (30 LED) 660lm 670lm 700lm
Lumen Output (60 LED) 1300lm 1350lm 1400lm

Beam Angle:
CRI:

Dimension: L5000 x W12 x H3.9 mm
Life time:

*** RGB or other OEM custom-design is available

 120∘

35,000 hrs

EW-FX2835 Series

12/24v

Features:
- L5000 x W10 x H0.3mm Printed Circuit Board
- LED cuttable unit:
12v = every 3 LEDs (50mm)
24v = every 6 LEDs (100mm)

- High performance Epistar, CREE LED Chip
- High CRI (>80 or >90)
- High Power Factor (>0.9)
- High Lumen Output: 90 - 100lm/W
- 2835 & 5050 Size LED Chip availiable
- 12v & 24v availiable
- IP20 or IP67 Waterproof Standard availiable 

EW-FX5050 Series

12v/24v

 120∘

28.8w

80 / 90

80  or  90

Standards:
EN60598-1:2015 
EN60598-2-20:2015 
EN62471:2008 
EN62031:2008+A1:2013
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Cutting Unit:

USER
螢光標示

USER
螢光標示

USER
螢光標示




